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D. INSTALL 34 IN. STEEL SPAN WIRE WITH'/4’ TETHER WIRE., SIGNAL HEADS. AND SIGNS
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CONSTRUCTION DETAILS

: L N
INSTALL CONCRETE FOUNDATION WITH A 14 IN. x 32 FT. (TWO PLY) STEEL SIGNAL POLE @j N,
WITH SPAN WIRE., 2-3" WEATHERHEADS, PEDESTRIAN SIGNAL HEAD, PUSHBUTTON RN
AND SIGN, 15’ LIGHTING BRACKET ARM, 250 WATT HPS LUMINAIRE WITH PHOTOCELL., ,
BACKGUY AND ANCHOR: ASSEMBLIES (NOTE: TWO-3 IN. PVC SCHEDULE 80 CONDUIT S

BEND). STA. 419438 RT 118’ N
INSTALL CONCRETE FDUNDATIQN WITH A 14 IN. x 32 FT. (TWO PLY) STEEL SIGNAL POLE \

WITH SPAN WIRE, DVERHEAD VIDEO DETECTION CAMERA. PEDESTRIAN SIGNAL HEADS., 3N, WEATHERHEAD ~

PUSHBUTTON AND SIGN, 15’ LIGHTING BRACKET ARM, AND 250 WATT HPS LUMINAIRE WITH
PHOTOCELL (NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND). STA. 419450 LT 91’

INSTALL CONCRETE FOUNDATION WITH A NEMA SIZE 6 BASE MOUNTED CONTROLLER

AND CABINET WITH ELECTRICAL UTILITY SERVICE EQUIPMENT FOR UNDERGROUND

SERVICE (NOTE: TWO-2“ AND FOUR-4" PVC SCHEDULE 80 CONDUIT BENDS). STA. 419+59 RT 113’

AS SHOWN.
E. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

MAINTENANCE OF TRAFFIC LEGEND F. INSTALL HANDHOLE.

G. RELOCATE EXISTING SIGN FROM EXISTING SPAN WIRE TO NEW SPAN WIRE.
H. REMOVE EXISTING BASE MOUNTED CONTROLLER CABINET. FOUNDATION
12 IN. GRADE AND BACKFILL.
J. REMOVE EXISTING STRAIN POLE., ALL ASSOCIATED EQUIPMENT,
TRAFFIC CONTROL DRUM FOUNDATION 12 IN. BELOW GRADE AND BACKFILL.
MPACT ATTENUATOR K. REMOVE EXISTING SPAN WIRE AND ALL ASSOCIATED EQUIPMENT.
M. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
TRAFFIC BARRIER N. INSTALL 3 IN. SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED STUB OUT CONDUIT BEND AT
BASE OF POWER POLE.

WORK AREA

GEOMETRIC LEGEND P. REMOVE EXISTING PAVEMENT MARKINGS.
Q. INSTALL 24 IN. WHITE., PERMANENT PREFORMED PAVEMENT MARKINGS FOR STOP LINE.

e e e s e = EXISTING R. INSTALL 12 IN. WHITE, PERMANENT PREFORMED PAVEMENT MARKINGS FOR CROSSWALK.

S. REMOVE EXISTING PEDESTRIAN POLE, ALL ASSOCIATED EQIUPMENT, FOUNDATION 12 IN.

PROPOSED BELOW GRADE AND BACKFILL. (POLE NOT TO BE REMOVED UNTIL THE END OF THIS PHASE OF MOT.
UTILITY LEGEND T. INSTALL OVERHEAD VIDED DETECTION CAMERA ON EXISTING LIGHTING ARM.
S0—"—%8% STORM DRAIN U. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED
5 5 SAS MAIN V. INSTALL BACKGUY AND ASSEMBLIES TO EXISTING STRAIN POLE AS SHOWN.
YRR ATER MAIN W. INSTALL CONCRETE FOUNDATION AND A 27 FT. STEEL POLE WITH SINGLE 70 FT. MAST ARM,
: : ~ SIGNAL HEADS. PEDESTRAIN SIGNALS, PUSHBUTTON AND SIGN, OVERHEAD VIDEO DETECTION
; SEWER MAIN CAMERA, 15 FT. LIGHTING BRACKET ARM, 250W HPS LUMINAIRE WITH PHOTOCELL. (NOTE: ONE
= £ ELECTRIC CABLES 3 IN. PVC SCHEDULE 80 CONDUIT BEND). STA. 419427 RT. 113’.
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PEDESTRIAN TRAFFIC.

STANDARDS.

8. TRAFFIC SIGNAL HEADS 10.,14.15 AND SIGNS 32.33 AND 34 SHALL BE

. VIDEO CAMERA PLACEMENT/ LOCATION/ ALIGNING SHALL BE CODRIDINATED WITH
MONTGOMERY COUNTY’'S TRANSPORTATION MANAGMENT CENTER.
2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING TEMPORARY SIGNAL EQUIPMENT.
ARE IDENTIFIED, THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
3. THE CONTRACTOR SHALL VERIFY ALL TEMPORARY POLE AND CABINET LOCATIONS
PRIOR TO INSTALLATION.
4. THE CONTRACTOR SHALL MAINTAIN A SAFE REFUGE IN THE CENTER MEDIAN FOR

IF CONFLICTS WITH THESE UTILITIES

5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVEDIN THIS PHASE OF MOT EXCEPT
THE CONTROLLER UNIT SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO
THE APPROPRIATE TERMINALS AND PROPERLY LABLE OF EACH CABLE.

7. FOR PROPOSED PAVEMENT MARKINGS OTHER THAN THOSE DETAILED ON THIS PLAN
REFER TO THE MOT PLANS IN THE CONTRACT DOCUMENTS. ANY EXISTING PAVEMENT
MARKINGS THAT CONFLICT WITH THE PROPOSED PAVMENT MARKINGS SHALL BE
REMOVED, ALL PAVMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA
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